ANNEX II + III :
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title : Supply, Delivery, Installation and Commissioning of a Liquid Nitrogen Plant for the Agricultural Development and Modernisation Progrmme of the Ministry of Agriculture, Rural Transformation, Forestry, Fisheries and Industry – St. Vincent and the Grenadines.


p 1 /…
Publication reference : BAM/ADMP/LNP/SUP/VC
Columns 1-2 should be completed by the Contracting Authority

Columns 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
Lot 1: Liquid Nitrogen Plant
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	1
	One (1) Liquid Nitrogen Plant
	
	
	

	
	Cryorefridgeration System
	1- Cold Head

2- Helium Compressor – for air cooling (230V) 

3- Two (2) stainless steel helium flexible lines: 1/2" Aeroquip both ends, 1/2" ID Line ( Length: 10ft)

4- 1 One(1) Cold head Motor Cord (10 FT)
	
	
	

	
	Dewar Assembly
	35 Liter, Stainless Steel, Liquid Nitrogen Dewar fitted with:

Stainless Steel, Vacuum Jacketed, Liquid Nitrogen Extraction Line

Fully Automatic Liquid Nitrogen Level Indicator

Pressure Regulating and Safety Devices
	
	
	

	
	Nitrogen Generator Assembly
	All Mountable Panel fitted with:

Nitrogen Generator and Compressed Air Filter Bank

Electric Automatic Drain Valve and Inlet Pressure Regulator

1 - Stainless Steel Nitrogen Flexible Line Length = 10 FT


	
	1 - Compressed Air Filter Bank Spare Parts Kit to complete first year of operation
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