ANNEX II + III :
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title : Supply of of Dolomitic Limestone and Calcium Ammonium Nitrate for BAM: Agriculture Development And Modernization Programme, Ministry of Agriculture, St. Vincent and the Grenadines
p 1 /…
Publication reference : ADMP/BAM/SUP/SOIL-ENH
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
Lot 1: 10,500 SACKS OF DOLOMITIC LIMESTONE
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	
	DOLOMITIC LIMESTONE CONTAINING NO LESS THAN TEN PERCENT (10%) MAGNESIUM OXIDE (MgO) AND APPROMIMATELY THIRTY PERCENT (~30%) CALCIUM OXIDE (CaO).
PARTICLE SIZE NO GREATER THAN 150 MESH (0.10mm)


	
	PACKAGED IN 50Kg SACKS MADE WITH WOVEN POLYPROPYLENE OR MULTIWALLED PAPER MATERIAL

SEALED AGAINST THE ENTRY OF ATMOSPHERIC MOISTURE


	


LOT 2: 4,401 SACKS OF CALCIUM AMMONIUM NITRATE
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	Lot 2
	CALCIUM AMMONIUM NITRATE CONTAINING A MIMIMUM TWENTY SIX PERCENT (26%) NITROGEN, SIX PERCENT (6%) CALCIUM AS CALCIUM OXIDE (CaO) AND SIX PERCENT MAGNESIUM AS MAGNESIUM OXIDE (MgO) 
PARTICLE SIZE NO SMALLER THAN 1 mm AND  NO GREATER THAN 4 mm
	 
	50Kg SACKS MADE WITH WOVEN POLYPROPYLENE OR MULTIWALLED PAPER MATERIAL

SEALED AGAINST THE ENTRY OF ATMOSPHERIC MOISTURE
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