ANNEX II + III :
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title : Supply and Delivery of  Farm Implements for the Agricultural Development and Modernisation Programme of the Ministry of Agriculture, Industry, Forestry, Fisheries and Rural Transformation – St. Vincent and the Grenadines
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Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
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	Fifteen (15) Mini Rotary  Hand Tillers                (Assembled with rotary cultivator set)

Technical Data 

Structural weight (kg) -- <120
Transmission mode – V-belt
Clutch – Tension pulley

Tilling width – 18 – 24 inches
Tilling depth – 0.5 – 1 ft
Working speed (m/s): ≥0.2

Productivity (hm²/h•m): 0.08-0.12

Fuel consumption (kg/hm²): ≤12

Total pcs of knives: 20-30
Engine

Rated Power (HP): 9-12
Rated Speed (r/min): 1800

Fuel tank capacity (L): 4-6
Engine type: Single Cylinder, Vertical 4 stroke, Air-cooled

Starting: Recoil start
	
	Light weight, small volume, simple structure, Multi-purpose function with implements. For use on lands such as mountain and hilly farms.
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	Three (3) Soil Steam Sterilizers 

Steam Generator Features:

300- 400 lbs of steam per hour

20-50  gallon fuel tank

200 - 300 ft. heating coil

40 – 60 PSI - Ultra dry steam

Steam separator & steam trap

Fuel pressure gauge

 220-240 V. power supply
12 – 18’ electrical cord
Aeration Blower Features:

3-5 HP 220 shingle phase motor

28" static pressure

400 CFM / Ton 
40' power cord

4" threaded discharge & 8 ' hose

Quick couple connector to aeration cart

Finger guard on intake & discharge

Balloon tires & easy move cart

Cart Specifications

Cart capacity – 2  cubic yards

Aeration cart with 40 % aerator floor - 4' wide x 8' long, with 2’ depth
Dump cart with smooth dump floor - 4' wide x 8' long, with 2’ depth
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