MILTON CATO MEMORIAL HOSPITAL
SCHEDULE OF DIFFUSERS, GRILLES, REGISTERS
___________________________________________________________________________        

DRAWING DESIGNATION



DESCRIPTION
___________________________________________________________________________


A


Laminar flow perforated supply diffuser with drop face for installation in a T-Bar lay in ceiling.  The diffuser shall be of aluminium construction and provide a 4-way air pattern.  The diffuser shall have a 16” x 16” neck size and 24” x 24” face size and shall be supplied complete with an opposed blade damper.

B


Laminar flow perforated supply diffuser with drop face for installation in a T-Bar lay in ceiling.  The diffuser shall be of aluminium construction and provide a 4-way air pattern.  The diffuser shall have a 14” x 14” neck size and 24” x 24” face size and shall be supplied complete with an opposed blade damper.



C


Exhaust air grille with ½” x ½” x ½” cubed core for 24” x 24” T-bar laying ceiling.  Grille shall be of aluminum construction with a 14” x 10” neck size and shall be supplied complete with opposed blade damper.






D


Exhaust air grille with ½” x ½” x ½” cubed core for 24” x 24” T-bar laying ceiling.  Grille shall be of aluminum construction with a 10” x 10” neck size and shall be supplied complete with opposed blade damper.


E


Exhaust air grille with ½” x ½” x ½” cubed core for 24” x 24” T-bar laying ceiling.  Grille shall be of aluminum construction with an 8” x 8” neck size and shall be supplied complete with opposed blade damper.

F


Laminar flow perforated supply diffuser with drop face for installation in a T-Bar lay in ceiling.  The diffuser shall be of aluminium construction and provide a 4-way air pattern.  The diffuser shall have a 12” x 12” neck size and 24” x 24” face size and shall be supplied complete with an opposed blade damper.



G


Return air grille with ½” x ½” x ½” cubed core for 24” x 24” T-bar laying ceiling.  Grille shall be of aluminum construction with an 12” x 12” neck size and shall be supplied complete with opposed blade damper.

H


Exhaust air grille with ½” x ½” x ½” cubed core for 24” x 24” T-bar laying ceiling.  Grille shall be of aluminum construction with an 8” x 8” neck size and shall be supplied complete with opposed blade damper.
J


Exhaust air grille with ½” x ½” x ½” cubed core for 24” x 24” T-bar laying ceiling.  Grille shall be of aluminum construction with a 20” x 20” neck size and shall be supplied complete with opposed blade damper.
K


Ceiling mounted supply air diffuser incorporating a “high induction” feature for installation in a T-Bar lay in ceiling.  Diffuser shall be of aluminum construction, providing 4-way air pattern and supplied complete with opposed blade damper.  The diffuser to have a 9” x 9” neck size.



L


Exhaust single deflection air grille of 316 stainless steel construction shall have individually adjustable deflection blades on ¾” centers.  The grille shall have horizontal front blades and shall have 20” x 6” neck size and shall be supplied with a stainless steel opposed blade damper that is operable from its face.  It shall have countersunk screw holes.
M


Laminar outlet ensuring excellent air flow in the operating zones.  The construction for these diffusers shall be 304 stainless steel.  They shall consist of an air outlet frame and an air discharge element on the underside, with two housings on the top side each with a built-in HEPA filter H14. The air flow requirements indicated on the drawings shall be satisfied.
N


A wall mounted air grille with 45° deflection horizontal vanes.  Grille shall be constructed of aluminum with an 8” x 8” neck size.  Grille shall be supplied complete with an opposed blade damper.
P


A wall mounted air grille with 45° deflection horizontal vanes.  Grille shall be constructed of aluminum with a 20” x 18” neck size.  Grille shall be supplied complete with an opposed blade damper.
R


A wall mounted air grille with 45° deflection horizontal vanes.  Grille shall be constructed of aluminum with a 32” x 20” neck size.  Grille shall be supplied complete with an opposed blade damper.
S


A wall mounted air grille with 45° deflection horizontal vanes.  Grille shall be constructed of aluminum with a 46” x 14” neck size.  Grille shall be supplied complete with an opposed blade damper.
DG-A


Door grille shall be made of extruded aluminum and shall be of the double flanged type providing a surface mounted finish on both sides of a solid core door.  The door grille core shall be 24” x 24”.

Note:
Unless indicated otherwise all diffusers and return air grilles are to be white.
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