ST. VINCENT AND THE GRENADINES

milton cato memorial hospital
LIGHTING FIXTURE SCHEDULE 
	TYPE
	DESCRIPTION

	C1
	1200mm long enclosed and gasketed industrial fluorescent wrap for wet environments complete with 1# 36 Watt T8 lamp.
Similar to THORN LIGHTING AQUAFORCE II SAP CODE 96503023 or approved equal.

	C2
	surface or wall mounted  1279 mm long white painted  galvinised steel sheet with and endcaps in white plastic with clear acrylic Diffuser complete with  2# 36w T8 lamps.
Similar to THORN LIGHTING 96186578 SE 2x36W HF CL

	C3
	1200mm long enclosed and gasketed industrial fluorescent wrap for wet environments complete with 2# 36 Watt T8 lamp.

Similar to THORN LIGHTING AQUAFORCE II SAP CODE 96503092 or approved equal.

	D1
	Ceiling recessed line voltage down light with 150mm aperture complete with 1# 32 Watt compact fluorescent lamp

Similar to THORN LIGHTING CHALICE 190 SAP CODE 96205772 or approved equal.

	G
	330mm diameter fixture with 18WTC-D compact fluorescent lamp White/silver body colour with opalised glass insert. Fixture must be able to Dim.

Similar to THORN WESTMINISTER.

	F
	36" White Commercial Ceiling Fan. White finish with white blades (on both sides).


Notes:  

1.  SEQ CHAPTER \h \r 1Fixtures shall be suitable for 1-phase 230V 50Hz supply.  All fluorescent fixtures to have high power factors electronic.  Listed rapid start ballast.

2. Fixtures to come complete with lamps.  Fluorescent lamps are to be 5000K colour and metal halide lamps to be ceramic arc tube constant colour lamps. 
3. Equivalent fixtures may be considered but are subject to approval by the Architect and Engineer before accepted for tender.
4. Submit cut sheets for all proposed alternates as part of the electrical tender package. 
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